Balida®

Brush sanding / Finisg Sanding machine Two Heads

Ideal for flooring, both solid wood and engineered, mouldings, decking, MDF and veneer

components etc

Easy Change the Sanding Strip
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Baiids®

Each Sanding heads adjust separately Upward,
Downward, forward ,Backward

FBRRET U AKF A,

Machine Dimension (D x W x H)

BE 4 Exixd

122cm x 93cm x

125cm

TR, {81
Model # % |5% SL-300-2S
Max. working width# < 1 ¥ § & 12”  (300mm)
Max. working height® ~ 1 i3 B 4”  (105mm
Min. Work-pieces length& -] 1 13 £ & 15"  (380mm)
Optional short hold down roller 190mm
Min work piece length F42R $H5 -] 1 T4 £ &
Min. Work-pieces thickness# & 1 T4 & & 3/8”  (9.5mm)
Feed speed adjustment by VFD (inverter) 2—12 m/min
§ R/ B .
Speed of Sanding Wheel#) % i fihig 200 - 1200 RPM Oplt(ljona:l £ h K
Top brushing head motor#;) & i ih 5 & 2 x 3HP EiZCGRO er for Short wor
Conveyor motorﬁ%liif 8 i 1/2 HP T\LE_EEE: %EH{;I,%@E

Packing Dimension (D x W x H)

138cm x 108cm x

PEE % ExTxE 146cm
Net weight/% & 470 KGS
Gross weight* £ 500 KGS

SALIDA INDUSTRY CO., LTD
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No0.48, Lane 276, Guangfu Rd., Shengang Dist., Taichung City 42951,Taiwan (R.O.C.)
TEL:886-4-25619333FAX:886-4-25610612 website: www.salidatek.com

, www.salida.com.tw
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